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B SPECIFICATIONS

Systemn
High temp range of fest chamber
Temp. range
Low temp range of fest chamber
High temp chamber

Low lemp chamber

Accumulation
Temp. range

Recovery fime

Interior dimensions (W * H * D)cm
Exterior dimensions (W < H X Djcm
Termp. uniformity
Interior material
Exterior material
Heat Preservation material
Refrigeration systermn

Controller
Safety devices

Accessories
Speeimen loading weight
Power
Welght{kg)
Note: (1)According to the JTM KO3
(2)The above specifications
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TS-300D

T5-200D

TS-100D

TS-300B

TS-100B

Balanced Temperature Confrol System

+60°C~+150°C +60°C ~ +150°C +60°C ~+150°C

-0°C~-10°C H5°C~-10°C $5°'C~-10°C
+65°C ~+200"C +60°C ~ +200°C +55°C ~+200°C
65°C~-10°C -0°C ~-10°C 75°C~-10°C

High temp. exposure: 30 min at 150°C
Low ternp. exposure: 30 min. at 40°C
Recovery fo exposure temperature in

High temp. exposure: 30 min at 150°C
Low temnp. exposure: 30 min. at -55°C
Recovery to exposure temperature In

High temp. exposure: 30 min at 150°C
Low temp. exposure: 30 min. at -65°C

Recovery to exposure temperature In

less than 5 min.

less than 5 min. less than & min.

507 45> 45 45 X 46 X 67 BO* A8 7815 50 %45 <45 85X 46 X 6T BOX a6 % 81.5 50 4545 65X 46167 BOX 46815
140X 190X 137 156X 190X 174 170X 19052085 140X190X137 155X 190X 174 170x190%X 2085 146X 195X167 161 X 196199 176220652335
*+2C
Stainless steel plate
Paint cogating plate

Heat terp : chamber 24 glass wool / Low temp : chamber PU foam + glass woal ; CFC-free refrigerant R404A and R23
Hermetic and half-hermetic compressor cascade refrigeration system
TFT LCD touch screen computer controller
Refrigerator Overload relay,High and low Pressure Switch,Leakage break,Overheat protector,
Protection relayProtection fuse, At circlator protector
Cable Port (@ 50mm); Shelves (freely adjustable) x 2pcs

5KG 75KG 15 K& 5K& 75K 15 K& 25 KG 5KG 75 K&
AC 3@4W+G 380V = 10% 50HZ / AC 323W+G 220V = 10% 60HZ
1000 1500 1700 1200 1700 2000 1300 1900 2200

-1998, the SENSOR should at a distance of 1/6 of the interior dimension from the interior chamber wall.

are for reference only, the actual specifications for the main quotation.
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B FEATURES

e Simple Operation and Easy Learning:
With a color LCD finger touch screen of 320X 240
dots in dimension at 5.7 inch to display detailed
information of chamber, TEMP 880S can easily be
operated and programmed. By the touch input method
and easy-to-follow instructions on screen, even new
users can operate the controller accurately and
smoothly.

e Various Monitoring Functions:
The innovative monitor displays detailed information of
operating system of chamber including running status,
graphic display, and trouble shooting.

B TEMP 880S CONTROLLER Specifications

Micro-compuler with TFT 5.7' LCD display
and USB

Maximum 120 programs, 9999 cycles repeat

High Temp.: 60~200°C
Low Temp.: 65~ -10C
Time:0~99 hours and 59 minutes

:

P.LD. control

Z
8

Electric failure back up, data setting
holding period for six months

+ Stand-by, cycling select function
- Deviation alarm function

- Lock data up function

* Hot start function

* Temp. reading offset adjustment
+ Automatic defrosting function

* Run schedule function

- UsB(optional )
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http//www.terchy.com.tw E-mail:taichy@ms10.hinet.net




